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OH4320 steel cabinets are suitable for outdoor installation industrial switches , PLC and IO modules METEL. Third-party equipment 

may also be fitted into the cabinets.

× Outdoor Steel IP66 Cabinet 

× Test in accordance with EN 61439-1

× Approved Equipment Cabinet
- socket 230VAC

- power supply 120W 48, 24 or 12 VDC

- circuit breaker 4A-char. C

- overvoltage protection 1 + 2 level

- residual current device 

× Optional Accessories
- holders for installation on walls

- holders for installation on poles

- lock with key

- optical cassette with DIN35 holder 

- transformator with DIN35 holder

Optional Accessories

Installation on a Wall - when mounting to a wall it is 

recommended to use the KIT-OH with 

4 pieces of steel brackets (galvanized) 

and mounting accessories.

Installation on a Pole - when you install on a pole 

130 - 300mm it is recommended to 

use kit HOLDER-OH4320.

Lock with Key - in applications with requirements of a 

locking key cabinet we recommend 

that you use the handle lock cylinder. 

Optical Cassette with Holder for DIN35 - on 

the top of the DIN35 rail is a place to clip 

the optical cartridge holder for 12 fibres.

Transformator to DIN35 - on the bottom of the 

DIN35 rail is a place to clip the 

transformator.

OH4320-C4.A12.R.P481.SE 

Socket 230V

SE - IEC - type E (CZ)x-xxx-x1x

SF - IEC - type F (DE)x-xxx-x2x

Power supply 

P481 - 120W / 48V x-xxx-4xx

P241 - 120W / 24 V x-xxx-5xx

P121 - 120W / 12 V x-xxx-6xx

Residual current device

R - 30mA breaker x-xx1-xxx

Overvoltage protection

A12 - 12,5 kA x-x1x-xxx 

Circuit breaker

C4 - 4A char. C x-4xx-xxx

OH4320 ς name of series

(400 x 300 x 200 mm)

Socket 230V

SE - IEC - type E (CZ)x-xxx-x1x

SF - IEC - type F (DE)x-xxx-x2x

Power supply 

P481 - 120W / 48V x-xxx-4xx

P241 - 120W / 24 V x-xxx-5xx

P121 - 120W / 12 V x-xxx-6xx

Residual current device

R - 30mA breaker x-xx1-xxx

Overvoltage protection

A12 - 12,5 kA x-x1x-xxx 

Circuit breaker

C4 - 4A char. C x-4xx-xxx

OH4320 ς name of series

(400 x 300 x 200 mm)

Marking
After the short OH4320 a combination of letter and 

numbers are used to mark which equipment is being used. If 

the equipment is not used, the combinations are not filled. 

Marking
After the short OH4320 a combination of letter and 

numbers are used to mark which equipment is being used. If 

the equipment is not used, the combinations are not filled. 

OH65-LOCK 4-500-031

HOLDER-OH4320 4-500-028HOLDER-OH4320 4-500-028

O12-DIN 4-500-034O12-DIN 4-500-034

KIT-OH 4-500-033KIT-OH 4-500-033

TRF-24100T-DIN 4-100-203TRF-24100T-DIN 4-100-203
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Available Options
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PRODUCT ORDERING 

NAME CODE

OH4320 - C4.A12.R.P241.SF 5-411-520 yes yes yes - yes - - yes

OH4320 - C4.A12.R.P121.SE 5-411-610 yes yes yes - - yes yes -

OH4320 - C4.A12.R.P121.SF 5-411-620 yes yes yes - - yes - yes

OH4320 - C4.A12.R.P241.SE 5-411-510 yes yes yes - yes - yes -

OH4320 - C4.A12.R.SF 5-411-020 yes yes yes - - - - yes

OH4320 - C4.A12.P121 5-410-600 yes yes - - - yes - -

OH4320 - C4.A12.P241 5-410-500 yes yes - - yes - - -

OH4320 - C4.A12.R.SE 5-411-010 yes yes yes - - - yes -

OH4320 - C4.P241 5-400-500 yes - - - yes - - -

OH4320 - C4.P121 5-400-600 yes - - - - yes - -

OH4320 - C4.R.SE 5-401-010 yes - yes - - - yes -

OH4320 - C4.R.SF 5-401-020 yes - yes - - - - yes

OH4320 - C4.A12.R.P481.SF 5-411-420 yes yes yes yes - - - yes

OH4320 - C4.A12.R.P481.SE 5-411-410 yes yes yes yes - - yes -

OH4320 - C4.A12.P481 5-410-400 yes yes - yes - - - -

OH4320 - C4.P481 5-400-400 yes - - yes - - - -
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Parameter Values Unit Notes

Material Galvanized Steel

Dimensions - W/H/D 300 x 400 x 200  mm

Surface Finish Epoxy-Polyester Powder Enclosure Grey RAL 7035

C4 - Protection Short Circuit Pro tect ion Circuit Breaker 4A - char C            Short Circuit Immunity 6kA

Weight Max. 7 kg Without Equipment

Protection Modifications with Socket Circuit Breaker 4A ς Tripping Characteristic C

Holder-OH4320 Permissible Load 20 kg

Operating Temperatures ҍплΧΦҌтл ϲ/

Technical parameters

Glands 10 PG11

Operating Voltages Max. 250 Vac

OH4320 - Cabinet Type of Electricity Network TN-S, TN-C

Cross-Section of Input wires 230Vac  м ς п mmч

Recommended PE Wire Cross-Section 7 mmч PE Terminal on the

IP Code IP66

Operating Voltages 230 / 280 Vac Nominal  / Maximal

A12 - OVP Class in Accordance with EN 61643-11 1 + 2 + 3

Protection Levels Җ мΣр kV L-N

Nominal Leakage Current 12,5 kA млκорл ˃s

Px - Power Supp ly See the Table Below

Sx - Socket  230Vac Nominal Current 4 A

Nominal Operating Voltages 230 VAC

Type E / F CZ (with an earth pin) / Germany

TRF24100-DIN Output Voltage / Power 24 / 100 VAC / VA

O12 - Optical Cassette Max. Number of Fibres 12

Pole Diameter 130 - 300 mm

Short Circuit Immunity 6 kA

R - RCD Operating Voltages 230 / 250 Vac Nominal  / Maximal

Nominal Residual Current 30 mA

Nominal Current 25 A

Px - Power Supp ly P121 P241 P481

Input Voltage (50 Hz) 88 up to 264 V 88 up to 264 V 88 up to 264 V

Rated Power 120 W 120 W 120 W

Output Voltage 12 up to 14 V 24 up to 28 V 48 up to 55 V

Battery Output - - -

Charging Current - - -

Efficiency 89 % 91 % 90,5 %

Operating Temperatures (100 % load)ҍнр ǳǇ ǘƻ Ҍрр ϲ/ҍнр ǳǇ ǘƻ Ҍрр ϲ/ҍнр ǳǇ ǘƻ Ҍрр ϲ/

Non-condensing Humidity 20 up to 95 % 20 up to 95 % 20 up to 95 %

Parameter Values Values Values

The producer retains the right to  change any technical parameters without previous written or published not ification.

The producer retains the right to  change any technical parameters without previous written or published not ification.
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Free space for mounting hardware
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OH4320-C4.A12.R.Px.Sx - Cabinet with Equipment
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PRODUCT ORDERING 

NAME CODE

OH4320 - C4.A12.R.P241.SF 5-411-520 yes yes yes - yes - - yes

OH4320 - C4.A12.R.P121.SE 5-411-610 yes yes yes - - yes yes -

OH4320 - C4.A12.R.P121.SF 5-411-620 yes yes yes - - yes - yes

OH4320 - C4.A12.R.P241.SE 5-411-510 yes yes yes - yes - yes -

OH4320 - C4.A12.R.P481.SF 5-411-420 yes yes yes yes - - - yes

OH4320 - C4.A12.R.P481.SE 5-411-410 yes yes yes yes - - yes -
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OH4320-C4.A12.R.Sx - Cabinet with Equipment
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PRODUCT ORDERING 

NAME CODE

OH4320 - C4.A12.R.SF 5-411-020 yes yes yes - - - - yes

OH4320 - C4.A12.R.SE 5-411-010 yes yes yes - - - yes -


